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MADE IN GERMANY 

Coaxial Signal Cable 
 ¶ SAT/CATV-CABLE 75 Ohms   -  HD/TV ς Class A+ 

¶ VIDEO-CABLE 75 Ohms  -  CCTV ς SDI/HD 

¶ LOW LOSS SERIES  50 Ohms  - (Mobil-) Radiation 

¶ RG-Standard-CABLE  -  in the style of MIL-C-17 

¶ MULTIMEDIA-CABLE -  FIBRE + CAT + KOAX 

¶ AUDIO-CABLE 
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SYTRONIC  Kabel ς Qualität - Made in Germany 

 

 

Dear Customer, 

Since 1981 the SYTRONIC  Kabel GmbH has been manufacturing high-quality 

coaxial cables in Unna. The continued existence in an exceedingly difficult market 

environment confirms us in our business strategy to be in a position to supply our 

customers within the shortest possible time with high-quality cables which are 

favourable in price. 

The enlargement of our product programme is for us an opportunity to present 

you our new Catalogue. On the following pages you will see a survey of our 

performance range. This includes an extensive selection of cables for aerials, video, 

multimedia and audio purposes. In addition we are in a position to take care quite 

individually of your wishes in the framework of our specialized cable 

manufacturing sector. 

We should like to make use of this opportunity to thank you for the agreeable 

cooperation and your trust in us shown by you. We sincerely trust that we can 

continue in this way also in the future and can expand on that. 

 

Your SYTRONIC  - Team 
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SYTRONIC  Kabel ς Qualität - Made in Germany 
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SYTRONIC  Kabel ς Qualität - Made in Germany 
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AKZ 3 -S SERIES A +  ð 75 Ohm s 

Inner conductor: massive and high purity elektrolyte copper! 

 

Physical y foamed, stable PE-dielectric = very good dampening  and ageing 

resistance! 

 
Alu foil double clad; bonded  - ideal for mounting compression connectors. 

 
Braid: tinned copper; high optical coverage! The thickness of  0,13 mm of each 

wire prevent braid damages. 

 
Second alu-foil; bonded to the jacket. Complete the 3-layer outer conductor, who 

granted best screening efficiency!  

 
Heavy duty plastics-compound, who will grant the necessary flexibility of cable 

nevertheless! 

 

These high class cables are especially developed for professional use. Thereby we attached 

importance on a very good handling in conjunction with first class electrical and mechanical 

properties. With the professional series A+ we can offer the right product for each application.  

 

EN 50117  Digital/ HDTV 

RoHS/  REACH - 

konform  

SAT/CATV HIGH PERFORMANCE ð COAXIAL CABLE   

Accredited and listed by: 

- KABELDEUTSCHLAND 

- DEUTSCHE TELEKOM 

- NETCOLOGNE 

 
Errors or subsequent changes of construction are not barred. 
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SYTRONIC  Kabel ς Qualität - Made in Germany 

Digital/ HDTV 

 

  

 75100 AKZ 3-S  
RG 6 (1.0/4.6)  A+ 

   

Construction     

Inner conductor 1.0 mm Copper bare    

Insulation 4.6 mm Cell PE +/- 0.1    

Outer Conductor     

a) Alu-foil  bonded    

b) Copper-braid tinned approx.. 65%    

c) Alu-foil  bonded    

Jacket 6.8 mm PVC +/- 0.2    

Electrical properties      

Characteristic impedance ɉЏɊ 75 +/ -3     

Capacity (pF/m)  55    

Velocity  (v/c)  0,85    

Attenuation at 20°C (dB 100m)     

     

                 100 MHz 6,1    

                 200 MHz 8,7    

                 450 MHz 13,7    

                 800 MHz 18,5    

               1000 MHz 20,5    

               1350 MHz 23,0    

               1750 MHz 25,6    

               2050 MHz 29,4    

               2400 MHz 31,9    

     

     

     

Shield dampening (dB)     

      30 ɀ 2000 MHz >120    

 2000 ɀ 3000 MHz >113    

Return loss (dB)       

      30 -    470 MHz >28    

    470 - 1000 MHz >27    

 1000 -  2000 MHz >25    

 2000 ɀ 3000 MHz >20    

Coupling resistance ɉÍЏȾÍɊ     

                       5 MHz              <0,70    

                     30 MHz <0,15    

Mechanical properties      

Minimum bending radius (mm) 50    

Cable weight (kg/km)  +/ - 48    

Copper weight (kg/km) +/ - 17    

Suitable F-compression connectors CC CX3 4.9    

Massive copper  

RoHS     

KONFORM  

EN 50117  
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SYTRONIC  Kabel ς Qualität - Made in Germany 
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SYTRONIC  Kabel ς Qualität - Made in Germany 
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AKZ 3 -S SERIES A  ð 75 Ohm s 

Inner conductor: massive and high purity elektrolyte copper! 

 

Physical  foamed, stable PE-dielectric = very good dampening  and ageing 

resistance! 

 
Alu foil; bonded  - ideal for mounting compression connectors. 

 
Braid: tinned Copper; high optical coverage!  

 

Second double clad alu-foil. Complete the 3-layer outer conductor, who granted 

best screening efficiency!  

 
Heavy duty plastics-compound, who will grant the necessary flexibility of cable 

nevertheless! 

 

These high class cables are especially developed for professional use. Thereby we attached 

importance on a very good handling in conjunction with first class electrical and mechanical 

properties. With the professional series A+ we can offer the right product for each application.  

 

EN 50117  Digital/ HDTV 

RoHS/  REACH - 

konform  

SAT/CATV HIGH PERFORMANCE ð COAXIAL CABLE   

 

Errors or subsequent changes of construction are not barred. 
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SYTRONIC  Kabel ς Qualität - Made in Germany 

Digital/ HDTV 

 

 

 

  

 

 

  

 75065 AKZ 3-S  
Mini (0.7/2.9)- 100 dB 

75080 AKZ 3-S  
RG 59 (0.8/3.6) -90 dB 

75100 AKZ 3-S  
RG 6 (1.0/4.6) -115 dB 

75100 AKZ 3-S  
RG 6 (1.0/4.6) -115 dB 

Construction    Halogenfree 

Inner conductor 0.65 mm Copper bare 0.8 mm Copper bare 1.0 mm Copper bare 1.0 mm Copper bare 

Insulation 2.9 mm Cell PE +/- 0.1 3.6 mm Cell PE +/- 0.1 4.6 mm Cell PE +/- 0.1 4.6 mm Cell PE +/- 0.1 

Outer Conductor     

a) Alu-foil  bonded bonded bonded bonded 

b) Copper-braid tinned approx. 65% approx. 60% approx. 65% approx. 65% 

c) Alu-foil  Ѝ Ѝ Ѝ Ѝ 

Jacket 4.6 mm PVC +/- 0.2 5.6 mm PVC +/- 0.2 6.8 mm PVC +/- 0.2 6.8 mm HM4 +/ - 0.2 

Electrical properties      

Characteristic impedance ɉЏɊ 75 +/ -3 75 +/ -3  75 +/ -3  75 +/ -3  

Capacity (pF/m)  55 55 55 55 

Velocity  (v/c)  0,85 0,85 0,85 0,85 

Attenuation at 20°C (dB 100m)     

     

                 100 MHz 8,8 7,2 6,69 6,69 

                 200 MHz 15,1 11,8 9,30 9,30 

                 450 MHz 21,2 17,8 14,1 14,1 

                 800 MHz 28,0 24,6 18,4 18,4 

               1000 MHz 31,0 28,7 22,2 22,2 

               1350 MHz 36,9 33,2 25,0 25,0 

               1750 MHz 42,5 38,6 29,6 29,6 

               2050 MHz 46,3 42,9 33,3 33,3 

               2400 MHz 51,9 47,3 36,0 36,0 

     

     

     

Shield dampening (dB)     

      30 ɀ 1000 MHz >100 >90 >120 >120 

 1000 ɀ 3000 MHz >95 >85 >115 >115 

Return loss (dB)       

      30 -    470 MHz >25 >22 >30 >30 

    470 - 1000 MHz >22 >22 >29 >29 

 1000 -  2000 MHz >17 >20 >27 >27 

 2000 ɀ 3000 MHz >14 >19 >20 >20 

Coupling resistance ɉÍЏȾÍɊ     

                       5 MHz              <3,5 <5,0 <4,5 <4,5 

                     30 MHz <0,1 <0,2 <0,5 <0,5 

Mechanical properties      

Minimum bending radius (mm) 45 50 50 50 

Cable weight (kg/km)  +/ - 30 +/ - 41 +/ - 46 +/ - 46 

Copper weight (kg/km) +/ - 9 +/ - 15  +/ - 17 +/ - 17 

Suitable F-compression connectors CC F 60 CX3 Mini 4.5 CC CX356 3.9 CC CX3 4.9 CC CX3 4.9 

EN 50117  

RoHS     

KONFORM  

 

Massive copper  
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SYTRONIC  Kabel ς Qualität - Made in Germany 

Digital/ HDTV 

 75100 AKZ 3-S  
RG 6 (1.0/4.6) 115 dB 

75160 AKZ 3-S  
RG 11 (1.6/7.3)100 dB 

  

Construction PE ς ground-/outdoor  PE ς ground-/outdoor    

Inner conductor 1.0 mm Copper bare 1.6 mm Copper bare   

Insulation 4.6 mm Cell PE +/- 0.1 7.3 mm Cell PE +/- 0.1   

Outer Conductor     

a) Alu-foil  Bonded Bonded   

b) Copper-braid tinned approx. 65% approx. 55%   

c) Alu-foil  Ѝ Ѝ   

Jacket 6.8 mm PE +/ - 0.2 10.3 mm PE +/- 0.2   

Electrical properties      

Characteristic impedance ɉЏɊ 75 +/ -3  75 +/ -3    

Capacity (pF/m)  55 55   

Velocity  (v/c)  0,85 0,81   

Attenuation at 20°C (dB 100m)     

     

                 100 MHz 6,69 4,1   

                 200 MHz 9,30 6,9   

                 450 MHz 14,1 9,6   

                 800 MHz 18,4 12,6   

               1000 MHz 22,2 14,8   

               1350 MHz 25,0 18,3   

               1750 MHz 29,6 21,1   

               2050 MHz 33,3 23,9   

               2400 MHz 36,0 27,1   

     

     

     

Shield dampening (dB)     

      30 ɀ 1000 MHz >120 >100    

 1000 ɀ 3000 MHz >115 >95   

Return loss (dB)       

      30 -    470 MHz >30 >23   

    470 - 1000 MHz >29 >21   

 1000 -  2000 MHz >27 >20   

 2000 ɀ 3000 MHz >20 >19   

Coupling resistance ɉÍЏȾÍɊ     

                       5 MHz              <4,5 <3,0   

                     30 MHz <0,5 <0,1   

Mechanical properties      

Minimum bending radius (mm) 50 110   

Cable weight (kg/km)  +/ - 46 +/ -101   

Copper weight (kg/km) +/ - 17 +/ - 39   

Suitable F-compression connectors CC CX3 4.9  CC CX3 10.5   

RoHS     

KONFORM  

EN 50117  

 

Massive Copper  
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SYTRONIC  Kabel ς Qualität - Made in Germany 
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AFZ 2-S SERIES ð 75 Ohms  

Inner conductor: massive and high purity elektrolyte copper! 

 

Physical  foamed, stable PE-dielectric = very good dampening  and ageing 

resistance! 

 
Alu foil double clad. 

 
Braid: tinned Copper; high optical coverage! The thickness of  0,13mm of each wire 

prevent braid damages . 

. 

¢ƘŜ ŎŀōƭŜǎ ƻŦ α5LDL¢![ {9wL9{ά ŎƻǾŜǊ ŀƭƭ ǊŜǉǳƛǊŜƳŜƴǘǎ ǿƘƛŎƘ ŀǊŜ ƳŀŘŜ ƻƴ ŀ ŀƴǘŜƴƴŀ ŎŀōƭŜ ŎǳǊǊŜƴǘƭȅΦ 

Thereby they are very robust but nevertheless relatively flexible, which is good for a trouble-free 

installation.  Ideal appropriate to the end user. 

 

 

SAT/CATV DIGITAL  ð COAXIAL CABLE   

 

Heavy duty PVC-compound, who will grant the necessary flexibility of  the cable 

nevertheless! 

 

EN 50117  Digital/ HDTV 
RoHS/  REACH - 

konform  

Errors or subsequent changes of construction are not barred. 
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SYTRONIC  Kabel ς Qualität - Made in Germany 

Digital/ HDTV 

 

 

 

 

 

 

 

 75065 AFZ 
Mini (0.7/2.9) 90 dB 

75065 AFZ TWIN 
Mini (2x0.7/2.9) 90 dB 

75065 AFZ Quattro 
Mini (4x0.7/2.9)  

75080 AFZ  
RG 59 (0.8/3.6) 90 dB 

Construction     

Inner conductor 0.65 mm Copper bare 0.65 mm Copper bare 0.65 mm Copper bare 0.8 mm Copper bare 

Insulation 2.9 mm Cell PE +/- 0.1 2.9 mm Cell PE +/- 0.1 2.9 mm Cell PE +/- 0.1 3.6 mm Cell PE +/- 0.1 

Outer Conductor     

a) Alu-foil  Ѝ Ѝ Ѝ Ѝ 

b) Copper-braid tinned approx. 90% approx. 90% approx. 90% approx. 90% 

c) Alu-foil      

Jacket (complete) 4.6 mm PVC +/- 0.2 9x4,6 mm PVC+/ - 0.2 12,6 mm PVC +/- 0.3 5.6 mm PVC +/- 0.2 

Electrical properties      

Characteristic impedance ɉЏɊ 75 +/ -3 75 +/ -3  75 +/ -3  75 +/ -3  

Capacity (pF/m)  55 55 55 55 

Velocity  (v/c)  0,85 0,85 0,85 0,85 

Attenuation at 20°C (dB 100m)     

     

                 100 MHz 8,8 8,8 8,8 7,2 

                 200 MHz 15,1 15,1 15,1 11,8 

                 450 MHz 21,2 21,2 21,2 17,8 

                 800 MHz 28,0 28,0 28,0 24,6 

               1000 MHz 31,0 31,0 31,0 28,7 

               1350 MHz 36,9 36,9 36,9 33,2 

               1750 MHz 42,5 42,5 42,5 38,6 

               2050 MHz 46,3 46,3 46,3 42,9 

               2400 MHz 51,9 51,9 51,9 47,3 

     

     

     

Shield dampening (dB)     

      30 ɀ 1000 MHz >90 >90 >90 >90 

 1000 ɀ 3000 MHz >90 >90 >90 >90 

Return loss (dB)       

      30 -    470 MHz     

    470 - 1000 MHz     

 1000 -  2000 MHz     

 2000 ɀ 3000 MHz     

Coupling resistance ɉÍЏȾÍɊ     

                       5 MHz                  

                     30 MHz     

Mechanical properties      

Minimum bending radius (mm) 45 45 110 45 

Cable weight (kg/km)  +/ - 29 +/ - 58 +/ - 145 +/ -40,5 

Copper weight (kg/km) +/ - 12,5 +/ - 25  +/ - 50 +/ - 14,5 

Suitable F-compression connectors CC F 60 CX3 Mini 4.5 CC F 60 CX3 Mini 4.5 CC F 60 CX3 Mini 4.5   CC CX356 3.9 

Massive copper  

RoHS     

KONFORM  

EN 50117  
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SYTRONIC  Kabel ς Qualität - Made in Germany 

Digital/ HDTV 

 

 

 

 

 

 

 

 75110 AFZ 1 GHZ 
RG 6 (1.1/4.8) 90 dB 

75110 AFZ 3 GHZ 
RG 6 (1.1/4.8) 90 dB 

75160 AF 
RG 11 (1.6/7.3) 90 dB  

 

Construction     

Inner conductor 1.10 mm Copper bare 1.10 mm Copper bare 1.6 mm Copper bare  

Insulation 4.8 mm Cell PE +/- 0.1 4.8 mm Cell PE +/- 0.1 7.3mm Cell PE +/- 0.1  

Outer Conductor     

a) Alu-foil  Ѝ Ѝ Ѝ  

b) Copper-braid tinned approx. 75% approx. 90% approx. 90%  

c) Alu-foil      

Jacket 6,8 mm PVC +/- 0.2 6.8 mm PVC+/ - 0.2 10,3 mm PVC +/- 0.2  

Electrical  properties      

Characteristic impedance ɉЏɊ 75 +/ -3 75 +/ -3  75 +/ -3   

Capacity (pF/m)  55 55 55  

Velocity  (v/c)  0,83 0,85 0,81  

Attenuation at 20°C (dB 100m)     

     

                 100 MHz 6,3 6,3 4,1  

                 200 MHz 8,6 8,6 6,0  

                 450 MHz 13,0 13,0 9,6  

                 800 MHz 18,0 18,0 13,2  

               1000 MHz 20,6 20,6 14,8  

               1350 MHz 23,7 23,7 18,3  

               1750 MHz 27,2 27,2 21,1  

               2050 MHz 30,7 30,7 23,9  

               2400 MHz 32,3 32,3 26,8  

     

     

     

Shield dampening (dB)     

      30 ɀ 1000 MHz >93 >104 >90  

 1000 ɀ 3000 MHz >83 >90 >90  

Return loss (dB)       

      30 -    470 MHz >20 >26   

    470 - 1000 MHz >20 >26   

 1000 -  2000 MHz >19 >20   

 2000 ɀ 3000 MHz >18 >20   

Coupling resistance ɉÍЏȾÍɊ     

                       5 MHz              <14 <1,5   

                     30 MHz <7,5 <0,5   

Mechanical properties      

Minimum bending radius (mm) 50 50 110  

Cable weight (kg/km)  +/ - 51 +/ - 55 +/ - 105  

Copper weight (kg/km) +/ - 21 +/ - 25  +/ - 50,5  

Suitable F-compression connectors CC F 56 CX3 5.1 CC F 56 CX3 5.1 CC F  CX 3 10.5  

RoHS     

KONFORM  

EN 50117  

Massive Copper  
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SYTRONIC  Kabel ς Qualität - Made in Germany 
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SYTRONIC  Kabel ς Qualität - Made in Germany 

 

 

 

 

 

 

 

 

 

 

 

  

SAT/CATV HIGH PERFORMANCE ð COAXIAL CABLE   

 

D
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AKZ 4 -S SERIES ð A+ - Ohms 75  
 

Inner conductor: massive and high purity elektrolyte copper! 

 

Physical  foamed, stable PE-dielectric = very good dampening  and ageing 

resistance! 

 
Alu foil; bonded  - ideal for mounting compression connectors. 

 
Braid: tinned Copper; high optical coverage! The thickness of  0,13mm of each wire 

prevent braid damages. 

 
Second Alu foil double clad. 

 
Second tinned copper braid. Complete the 4-layer outer conductor, who granted 

best screening efficiency!  

 

High-end-cables of this premium series are distinguished, because of great material usage and high 

manufacturing quality, for excellent electrical and mechanical properties. Superior suitability for digital TV/ HD-

TV, internet (very large upload and download capacities possible), telephone etc. and they feature great power 

reserves for applications in the future. 

EN 50117  Digital/ HDTV 

RoHS/ REACH - 

konform  

Heavy duty PVC-compound, who will grant the necessary flexibility of  the cable 

nevertheless! 

 

Errors or subsequent changes of construction are not barred. 

 

*Accredited and listed by: 

- KABELDEUTSCHLAND 
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SYTRONIC  Kabel ς Qualität - Made in Germany 

Digital/ HDTV 

  

 

 

  

 

 

 

 75080 AKZ 4-S*  
100 dB 

RG 59 (0.8/3.6) 

75080 AKZ 4-S    
100 dB TWIN 

RG 59 (2x0.8/3.6)  

75080 AKZ 4-S 
100 dB QUATTRO 
RG 59 (4x0.8/3.6)  

75100 AKZ 4-S 
105 dB  

RG 6 (1.0/4.65) 

Construction     

Inner conductor 0.8 mm Copper bare 0.8 mm Copper bare 0.8 mm Copper bare 1.0 mm Copper bare 

Insulation 3.6 mm Cell PE +/- 0.1 3.6 mm Cell PE +/- 0.1 3.6 mm Cell PE +/- 0.1 4.6 mm Cell PE +/- 0.1 

Outer conductor     

a) Alu foil  bonded Klebend Klebend Klebend 

b) Copper braid tinned ca. 65% ca. 65% ca. 65% ca. 50% 

c) Alu-foil double clad Ѝ Ѝ Ѝ Ѝ 

d) Copper braid tinned approx. 65 % approx. 65 % approx. 65 % approx.. 50% 

Jacket (mm +/ - 0,2) 5.6 mm PVC +/- 0.2 5.6x13.0 mm PVC 15.4 mm PVC +/- 0.2 6.8 mm PVC +/ - 0.2 

Electrical properties      

Characteristic impedance ɉЏɊ 75 +/ -3 75 +/ -3  75 +/ -3  75 +/ -3  

Capacity (pF/m)  55 55 55 55 

Velocity  (v/c)  0,85 0,85 0,85 0,85 

Attenuation at 20°C (dB 100m)     

     

                 100 MHz 7,2 7,2 7,2 6,69 

                 200 MHz 11,8 11,8 11,8 9,30 

                 450 MHz 17,8 17,8 17,8 14,1 

                 800 MHz 24,6 24,6 24,6 18,4 

               1000 MHz 28,7 28,7 28,7 22,2 

               1350 MHz 33,2 33,2 33,2 25,0 

               1750 MHz 38,6 38,6 38,6 29,6 

               2050 MHz 42,9 42,9 42,9 33,3 

               2400 MHz 47,3 47,3 47,3     

     

Shield dampening (dB)     

      30 ɀ 1000 MHz >110 >110 >110 >105 

 1000 ɀ 3000 MHz >100 >100 >100 >105 

Return loss (dB)       

      30 -    470 MHz >26 >26 >26 >28 

    470 - 1000 MHz >26 >26 >26 >28 

 1000 -  2000 MHz >27 >27 >27 >27 

 2000 ɀ 3000 MHz >27 >27 >27 >26 

Coupling resistance ɉÍЏȾÍɊ     

                       5 MHz              <0,5 <0,5 <0,5 <2,0 

                     30 MHz                  <0,05 <0,05 <0,05 <0,2 

Mechanical properties      

Minimum bending radius (mm) 50 50 110 50 

Cable weight (kg/km)  +/ - 42,5 +/ - 85 +/ - 170 +/ -51,5 

Copper weight (kg/km) +/ - 16,5 +/ - 33  +/ - 17 +/ - 22 

Suitable F-compression connectors CC CX3 59 3.9 CC CX3 59 3.9 CC CX359 3.9 CC CX 56 4.9 

EN 50117  

RoHS     

KONFORM  

Massive copper  
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SYTRONIC  Kabel ς Qualität - Made in Germany 

Digital/ HDTV 

  

 

 

  

 

 

 

 75100 AKZ 4-S*  
120 dB  

RG 6 (1.0/4.65) 

75160 AF 4-S 
120 dB 

RG 11 (1.6/7.3) 

  

Construction     

Inner conductor 1.0 mm Copper bare 1.6 mm Copper bare   

Insulation 4.6 mm Cell PE +/- 0.1 7.3 mm Cell PE +/- 0.1   

Outer conductor     

a) Alu foil bonded Ѝ   

b) Copper braid tinned approx. 70% approx. 65%   

c) Alu-foil double clad Ѝ Ѝ   

d) Copper braid tinned ca. 70% ca. 65 %   

Jacket (mm +/- 0,2) 6.8 mm PVC +/- 0.2 10.3 mm PE +/ - 0.2   

Electrical properties      

Characteristic impedance ɉЏɊ 75 +/ -3  75 +/ -3   

Capacity (pF/m)  55 55   

Velocity  (v/c)  0,85 0,81   

Attenuation at 20°C (dB 100m)     

     

                 100 MHz 6,69 4,1   

                 300 MHz 9,30 7,9   

                 450 MHz 14,1 9,6   

                 800 MHz 18,4 13,5   

               1000 MHz 22,2 14,8   

               1350 MHz 25,0 18,3   

               1750 MHz 29,6 21,1   

               2050 MHz 33,3 23,9   

               2400 MHz 36,0 27,9   

     

Shield dampening (dB)     

      30 ɀ 1000 MHz >120 >120   

 1000 ɀ 3000 MHz >110 >120   

Return loss (dB)       

      30 -    470 MHz >30 >22   

    470 - 1000 MHz >28 >20   

 1000 -  2000 MHz >28 >20   

 2000 ɀ 3000 MHz >27 >19   

Coupling resistance ɉÍЏȾÍɊ     

                       5 MHz              <1,5    

                     30 MHz <0,2    

Mechanical properties      

Minimum bending radius (mm) 50 110   

Cable weight (kg/km)  +/ -55,5 +/ - 107   

Copper weight (kg/km) +/ - 26 +/ - 46   

Suitable F-compression connectors CC CX 56 4.9 CC CX3 10.5   

EN 50117  

RoHS     

KONFORM  

Massive copper  
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SYTRONIC  Kabel ς Qualität - Made in Germany 

 

Picture: Article: Unit: Art.-No.: Description: 

 F-compression connector 3.9 

for 75080 AFZ/AKZ 0.8/3.6 Series RG 59 

100 pc. 805FSTCX3/3.9 Compression connectors 
guarantee, because of their 
construction, a high performance 
connection. A special O-ring 
ensure protection against 
infiltration of water. Pressing with 
a compression tool make sure a 
secure and optimal force fit. All 
this leads to brilliant electrical 
properties.   

 F-compression connector 4.9 

for 75100 AFZ/AKZ 1.0/4.6 Series RG 6 

100 pc. 805FSTCX3/4.9 

 F-compression connector 5.1 

for 75110 AFZ/AKZ 1.1/4.8 

100 pc. 805FSTCX3/5.1 

 F-compression connector 3.9 

for 75160 AF/AKZ 1.1/7.3 Series RG 11 

25 pc. 805FSTCX3/10.5 

 F-connector High End 3.9  selfinstall 

for 75080 AFZ/AKZ 0.8/3.6 Series RG 59 

100 pc. 805FSF5939 High End F-connectors have 

almost the good properties of 

compression connectors. 

Furthermore there is no need for a 

compression tool. Only clip on ς 

ready! 

 

  F-connector High End 4.9  selfinstall 

for 75100 AFZ/AKZ 1.0/4.6 Series RG 6 

100 pc. 805FSF5649 

 F-connector High End 5.1  selfinstall 

for 75110 AFZ/AKZ 1.1/4.8  

100 pc. 805FSF5651 

 F-connector High End 4.9WD  selfinstall 

for 75100 AFZ/AKZ 1.0/4.6 Series RG 6 

100 pc. 805FSF5649WD This version is because of 
integrated o-rings additionally 
protected against humidity. 

 F-connector High End 5.1WD  selfinstall 

for 75110 AFZ/AKZ 1.1/4.8  

100 pc. 805FSF5651WD 

 Seal ring for High End F-connectors 100 pc. 805sealring Waterproof in relation with 
ŎƻƴƴŜŎǘƻǊ ǾŜǊǎƛƻƴ α²5άΦ 

For all High End connectors. 

 POCKET TOOL 

Compression tool for compression-
connector 3.9, 4.9 and 5.1 

1 pc. 805P-ToolCX3  

 Compression Tool CX3 

Universal-compression tool for 
compression-connector 3.9, 4.9, 5.1 
and 7.5 

1 pc. 805COMPTOOL

CX3 
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SYTRONIC  Kabel ς Qualität - Made in Germany 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Picture: Article: Unit: Art.-No.: Description: 

 Cable stripper No. 2 

 for 75100 AFZ/AKZ 1.0/4.6 series RG 6 

1 pc. 805STRIPPER2 Only one cut makes the cable 
ready to mount.  

 Cable stripper No. 3 

for 75160 AF/AKZ 1.6/7.3 series RG 11 
(also for cables type series RG 7) 

1 pc. 805STRIPPER3 Equal technique as stripper No. 
2.  
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SYTRONIC  Kabel ς Qualität - Made in Germany 

Digital/ HDTV 

 

 

 

  

Length: Article: Unit: Art.-No.: Description: 

  10 m 
HDTV ς Starter Set/ RG 6 

+ 2 pc. High End F-Connector 4.9 

1 pc. 20070000518B02 Ring in Box 

200 x 200 x 55 mm 

  25 m 
HDTV ς Starter Set/ RG 6 

+ 2 pc. High End F-Connector 4.9 

1 pc. 20070000520B02 Ring in Box 

200 x 200 x 55 mm 

  50 m 
HDTV ς Starter Set/ RG 6 

+ 4 pc. High End F-Connector 4.9 

+ 1 pc. Cable stripper No. 2 

1 pc. 20070000500B02 Ring in Box 

245 x 245 x 80 mm 

100 m 
HDTV ς Starter Set/ RG 6 

+ 8 pc. High End F-Connector 4.9 

+ 1 pc. Cable stripper Nr. 2 

1 pc. 20070000501B02 Ring in Box 

320 x 320 x 90 mm 

HDTV  -  Starter-Set/ RG 6 (6.8 mm) 

 

 

75100 AKZ 3-S (1.0/4.6) -RG 6- SAT/CATV high performance cable 75 Ohm/ >100 dB 

- Massive copper 

- triple shielded 

- bonded foil 

- Shield dampening 30 - 3000 MHz >100 dB 

- Made in Germany 

+ High End F-connector 4.9 

- Guaranteed high screening even at the contact points 

- No additional compression tool necessary  

- Just clip on - ready! 

+ Cable stripper No. 2 
 (from 50m) 

- Only one cut makes the cable ready to mount.  
- Instruction sheet enclosed. 

EN 50117  Massive copper  

RoHS  / REACH      

KONFORM  

(Even other combinations are possible. Please ask for.) 
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SYTRONIC  Kabel ς Qualität - Made in Germany 

Digital/ HDTV 

 

 

 

  

Length: Article: Unit: Art.-No.: Description: 

  10 m 
HDTV ς Starter Set/ RG 59 

+ 2 pc. High End F-Connector 3.9 

1 pc. 20073003018B02 Ring in Box 

200 x 200 x 55 mm 

  25 m 
HDTV ς Starter Set/ RG 59 

+ 2 pc. High End F-Connector 3.9 

1 pc. 20073003020B02 Ring in Box 

200 x 200 x 55 mm 

  50 m 
HDTV ς Starter Set/ RG 59 

+ 4 pc. High End F-Connector 3.9 

+ 1 pc. Cable Stripper No. 2 

1 pc. 20073003000B02 Ring in Box 

245 x 245 x 80 mm 

100 m 
HDTV ς Starter Set/ RG 59 

+ 8 pc. High End F-connector 3.9 

+ 1 pc. Cable Stripper No. 2 

1 pc. 20073003001B02 Ring in Box 

320 x 320 x 90 mm 

HDTV  -  Starter-Set/ RG 59 (5.6 mm)  

 

 

75080 AKZ 4-S (0.8/3.6) -RG 59- SAT/CATV high performance cable 75 Ohms/ >100 dB 

- Massive copper 

- Four times shielded 

- bonded foil 

- Shield dampening 30 - 3000 MHz >100 dB 

- Made in Germany 

+ High End F-Connector 3.9 

- Guaranteed high screening even at the contact points 

- No additional compression tool necessary  

- Just clip on - ready! 

 

+ Cable Stripper No. 2 
 (from 50m) 

- Only one cut makes the cable ready to mount.  
- Instruction sheet enclosed. 

 

EN 50117  Massive copper  

RoHS  / REACH      

KONFORM  

(Even other combinations are possible. Please ask for.) 
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SYTRONIC  Kabel ς Qualität - Made in Germany 
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SYTRONIC  Kabel ς Qualität - Made in Germany 

 

 

 

 

 

 

 

 

 

 

 

 

  

D
IG

IT
A
L

FOR SAT/CATV - SYSTEMS 

 So manifold the kinds of modern signal transmission in antenna technique are, so variable are our Multimedia-

cables. Equal if the approved, simple and well-priced coaxial option, the seminal optical broadcast (Fibre) or 

DSL. With only one single cable for various applications, you keep all possibilities open. Here we are presenting 

some of current alternatives. They should demonstrate some examples. As needed we can manufacture other 

configurations ς please ask for. 

RoHS/ REACH - 

konform  

MULTIMEDIA-CABLE  
 

EN 50117  Digital/ HDTV 

Example  ς see page 25 

Errors or subsequent changes of construction are not barred 
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SYTRONIC  Kabel ς Qualität - Made in Germany 

With this hybrid cable all relevant variants of signal transmission will be covered. Once installed it is 

suitable for most applications. Broad band over coax, DSL/ internet over data pairs. Tube for 

backfitting of optical conductor assured guaranteed future . 

 
 

  

 MULTIMEDIA-CABLE No. 1 

Construction  

1) HD-PE tube Outer Ø: 3.0 mm, Inner Ø: 2.2 mm, for backfitting of fibre 

2) SAT/CATV coax cable RG 6  Outer Ø: 6.8 mm, 75100 AKZ A+ 3-S,  75 Ohms 

3) Data pairs 4 x 2 x 0,5 mm² Equates to CAT 5e ς 200 MHz (DSL-signal transmission) 

4) Ripcord Enable  simple stripping of jacket 

5) Complete sheet Outer Ø: 12,6 mm +/- 0,3, halogenfree white 

  

MULTIMEDIA-CABLE No. 1 

 
 

1-HD-PE Leerrohr 3.0/2.2 
 

 

 

2-Gesamtmantel halogenfrei 

weiss/ Opt. PVC 
 

 

 

 -Fixierfaden gewickelt 
 

 

 

3-Datenpaar 1x2x0,5 
 

 

 

2-Koax 75100 AKZ A+   RG 6, 

halogenfrei* 
 

 

 

4-Reissfaden 
 

 

 

+ 4 data pairs (1x2x0,5) å CAT 5e  

  

75100 AKZ  A+ (1.0/4.6) 3 -S ð Series RG 6  

+ HD-PE tube  for backfitting of fibre  
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SYTRONIC  Kabel ς Qualität - Made in Germany 

This cable allows, as needed,  backfitting of fibre and enable therefore expansion of transmission 

capacities if needed. 

 

 

 

 

 

 
 

  

 MULTIMEDIA-CABLE No. 2 

Construction  

1)  HD-PE tube Outer Ø: 3.0 mm, Inner Ø: 2.2 mm,  for backfitting of fibre 

2) SAT/CATV coax cable RG 6 Outer Ø: 6.8 mm, 75100 AKZ A+ 3-S,  75 Ohms 

3) Ripcord Enable  simple stripping of jacket 

4)  Complete sheet   Outer Ø: 12,6 mm +/- 0,3, halogenfree white 

  

  

MULTIMEDIA-CABLE No. 2 

 
 

1-HD-PE Leerrohr 3.0/2.2 
 

 

 

   -Fixierfaden gewickelt 
 

 

 

4-Gesamtmantel  PVC 
 

 

 

3-Reissfaden 
 

 

 
2-Koax 75100 AKZ A+, RG 6 
 

 

 

75100 AKZ A+ (1.0/4.6) 3 -S ð Series RG 6  

+ HD-PE tube for backfitting  of fibre  

  




